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Weicome to HEARKEN

—— Actuators and Controls

WEB

WECHAT

The Trusted, Passionate
and focused Partner in Valve Automation

At HEARKEN FLOW,The founding principle of Hearkenflow is simple: to Listen our customers needs first, to develop the innovative
valve actuators solutions , to meet the unique needs of our customers, Along the way, To help our customers to solve the
problems in Valve Automation. We are growing our brand in Pneumatic and Electric Actuators, Accessories..
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Experienced team

We offer a complete valve automation solution by the applications experience

| and customization capabilites, with an experienced support team to guide you

Large inventory iIn selection, installation, and project support.In addition we maintain an
' extensive supply of product inventory on hand so that we can quickly fulfill

orders and reduce wait times. Our sales and support staff are readily available

@ Convenient consultation and accessible so that customers get the answers they need quickly.

THE TARGET WE ARE PURSUING

High-quality low cost Reliable solution

m To built A strong Reputation in Providing Quality, Cost Effective , Reliable
And Robust Performance Solutions for Valve Automation,

m Inclued Pneumatic Actuators, Electrically Actuators,Actuated Valves.

COMMITMENT TO QUALITY

At HEARKEN FLOW means performance, All products manufactured by HEARKEN FLOW are warranted against defects in material and
workmanship for a period of 18months from the day of startup. Each of our products are tested at the factory. we are confident that our
products meet or exceed all applicable standards before they ever leave our facility. We are an ISO 9001-2008 certified company. Our
Valve Actuators Has Applied for SIL3 Certificate, ATEX Certificate ,CE,Explosion-proof Certificate, IP68 Weather proof etc....
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£’ HEARKEN® BROCHURE

HPA-G Series Pneumatic Actuator
—— Scotch yoke Design

Description (@,

HPA-G Series Heavy-duty Scotch Yoke Actuators are manufactured in
many different combinations of sizes, cylinder diameters, and designs.
Both the double acting (DA) or spring return (SR) designs are available
installation on quarter turn valves such as ball, butterfly and plug valve

Scotch Yoke actuators are designed for use over a wide range of
pressure or temperatures,A symmetric yoke provide more constant »
torque throughout - at both the break points and end positions.

Main Product features @

Weather proof design:allows the HPA-G Series Scotch Actuators to be suitable for installation both indoors and outside. They can be
custom tted for both high and low temperature applications by changing the seals and lubricants to suit the application.

Self-lubricating and Wear resistance:Both the guide rod and piston rod are plated with hard chrome to provide a high level of wear
resistance. HPA-G Series Actuators are permanently lubricated with materials and lubricants appropriate for the service conditions. No
maintenance is required in normal service.

Corrosion Resistance:A three layer epoxy coating is applied to every HPA-G Series Heavy-duty Actuators in order to provide maximum
protection against environmental corrosion

working Pressure @ Testing For All Actuators @ A
m From 3 bar up to 7 bar (Designed for 10 Bar) All actuators manufactured by HEARKEN are individually tested,
m Standard Temperature: -20°C+80°C Testing is carried out to check the leakage in both internal and
m Low Temperature: -40°C+80°C external,The angle of rotation and Torque values.All bodies are

a High Temperature: -20°C+120°C stamped with year,month of production,size and serial number.

Range of Standard Accessories are Avaliable for Direct Mounting

O 066 606 O

Solenoid Valve Limit Switchboxes Electro-pneumatic Declutchable Manual High Visibility
Positioner Override Gearbox Indicator

Applications

Chemical and Petrochemical
Food and Beverage

® HVAC

Marine
Mining
Oiland Gas

Pulp and Paper

Semiconductor

PR N Water and Wastewater
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Original EQuipment Manufacturing




the YOKE FLAPPER helps to contain lubricant and secureyoke
bearin.g the RECTANGULAR YOKE BEARINGS maximise conversion

of linear force to angular torque and minimise impact on yoke.
the combined result: greater output and longer service life

COATING

petroleum environments

WEATHER PROOF BODY
comply with IP67, withstand any harsh weather on earth

EXTERNAL TIE-RODS

provide protection to

PISTON GUIDE RING + DOUBLE PISTON O-
RING DESIGN

ensure smooth, steady operation and long
life of the pneumatic cvlinder

FLANGE WITH
COMPLIANCE
TO ISO5211

VIBRATION RESISTANCE, INHERENTLY
SAFE DOUBLE SPRING DESIGN

ensure reliable and efficient functionality

The pinion shape conforms to the latest standards of 1IS0521 1, NAMUR. The dimensions can be customized
and the stainless steel is optionally available.

A Position indicator acc. to NAMUR is convenient tor the assembly of accessories such as L imit Switch box,
Positioner etc..

Parts And Materials

BROCHURE

INTERNAL & EXTERNAL CORROSION RESISTANCE

to resist severe weather, chemical and

pneumatic cylinder from

accidental impact, enhance end cap sealing

NO

Part name

Materials

Part name

Materials

1 O-Ring Viton 16  Slide block Copper

2 EndCap Carbon Steel 17 Plate Metal

3  O-Ring Viton 18 Body Cover  Ductiliron

4  Pull Rod 19 Drive Shaft Stainless steel
Alloy Steel

5 gﬁ?(zlcgrbar Chromium 20 Shaft Cover Ductil iron
Plated

6 GuideBlock Ductiliron 21  Indicator Metal

7  Pull Rod 22  Nut Stainless Steel
Alloy steel

8 Tensionrod  chromium 23 Yoke Pin Alloy Steel
plated

s Adjustment :

9 Body Ductile iron 7 B Rt et Stainless Steel

10 Guide Plate Carbonsteel 25  SpringCan Carbon steel

11 Piston Carbonsteel 26  Spring Alloy steel

12 O-Ring Nylon 27  O-ring Nylon

Pneumatic Hydraulic Carbon

13 cylinder Carbonsteel 28 cylinder steel (LF6)

14 EndCap Carbon steel 29  Piston Carbon steel

15 Yoke Carbon steel 30 O-ring Nylon 12 7 8

10 11 12 13 14

Copyright owership belongs to ‘27 HEARKEN® shall not be reproduced,copied,or used in other ways without permission
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Parts And Materials

e Materials subject to change without notice and are
dependent on application requirements. Please contact your

representative for more information.

e O-rings in Viton: high temperature execution.
e O-rings in Silicone: low temperature and extreme low
temperature executions.

1 |O-Ring Viton 15 |Yoke Carbon steel
2 |End Cap Carbon Steel 16 |Slide block Copper

3 |O-Ring Viton 17 |Plate Metal

4 [Pull Rod 18 |Body Cover Ductil iron

5 |Center Guide bar Alloy Steel Chromium Plated 19 |Drive Shaft Stainless steel
6 |Guide Block Ductil iron 20 |Shaft Cover Ductil iron

7 |Pull Rod 21 |Indicator Metal

8 |[Tension rod Alloy steel chromium plated 22 |Nut Stainless Steel
O |Body Ductile iron 23 |Yoke Pin

10 |Guide Plate Carbon steel 24 |Adjustment screw Stainless Steel
11 |Piston Carbon steel 25 (Spring Can Carbon steel
12 |O-Ring Nylon 26 Spring Alloy steel

13 |Pneumatic Cylinder Carbon steel 27 |O-ring Nylon

14 |End Cap Carbon steel 28 |Hydraulic cylinder Carbon steel (LF6)
15 |Yoke Carbon steel 29 [Piston Carbon steel
16 |Slide block Copper 30 [O-ring Nylon
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Double Acting Shape Dimensions

HPA-G2DA200

Unit:

BROCHURE

L | u | 2 | o | H A | B | C
606 428 159 270 90 120 65 135

mm

HPA-G2DA250 606 428 159 320 90 120 65 160
HPA-G2DA300 606 428 159 375 90 120 65 188
HPA-G2DA350 606 428 159 435 90 120 65 218
HPA-G4DA300 738 522 192 375 106 130 85 188
HPA-G4DA350 738 522 192 435 106 130 85 218
HPA-G4ADA400 738 522 192 485 106 130 85 243
HPA-G4DA300 812 576 211 375 114 130 100 188
HPA-G4DA-350 812 576 211 435 114 130 100 218
HPA-GADA400 812 576 211 485 114 130 100 243
HPA-GSDA350 925 650 245 435 121 150 110 218
HPA-GSDA400 925 650 245 485 121 150 110 243
HPA-GSDA450 925 650 245 540 121 150 110 270
HPA-G16DA400 994 699 264 485 131 195 125 243
HPA-G16DA450 994 699 264 540 131 195 125 270
HPA-G16DA500 994 699 264 590 131 195 125 295
HPA-G16DA550 994 699 264 645 131 195 125 323
HPA-G16DA400 1054 746 275 485 134 208 135 243
HPA-G16DA450 1054 746 275 540 134 208 135 270
HPA-G16D-500 1054 746 275 590 134 208 135 295
HPA-G16DA550 1054 746 275 645 134 208 135 323
HPA-G32DA500 1148 306 305 590 136 226 150 295
HPA-G32DA550 1148 806 305 645 136 226 150 323
HPA-G32DA600 1148 806 305 695 136 226 150 348
HPA-G32DA650 1148 806 305 750 136 226 150 375
HPA-G63DA-650 1340 946 355 750 158 254 180 375
HPA-G63DA-700 1340 946 355 805 158 254 180 403
HPA-G63DA-750 1340 946 355 855 158 254 180 428
HPA-G63DA-800 1340 946 355 905 158 254 180 453
HPA-G125DA-750 1660 1160 456 855 190 312 220 428
HPA-G125DA-800 1660 1160 456 905 190 312 220 453
HPA-G125DA-850 1660 1160 456 970 190 312 220 485
HPA-G125DA-900 1660 1160 456 1020 190 312 220 510
HPA-G125DA-1000 1660 1160 456 1120 190 312 220 560

DDDDDDDDDDD

otherwise we will have the right to pursue legal responsibilities.
www.hearkenflow.com

www.hfvalveactuator.com
Rev. April 01, 2021

As we are continually developing our products,their design is subect to change without notice, Latest information 1s available on info@hearkenfl ow.com



®

A

KE

CONTROL

BROCHURE

FLO

Double Acting Manual type

Unit:mm

HPA-G2DA250-5SD

HPA-G2DA300-SD 975 428 159 375 90 120 65 188 300
HPA-G2DA350-5D 975 428 159 435 90 120 65 2138 300
HPA-G4DA300-SD 1165 522 192 375 106 130 85 188 350
HPA-G4DA350-5D 1165 522 192 435 106 130 85 218 350
HPA-G4DA400-5D 1165 522 192 485" 106 130 85 243 350
HPA-G4DA-00-SD 1285 576 211 375 114 130 100 188 350
HPA-G4DA350-5SD 1285 576 211 435 114 130 100 2138 350
HPA-G4DA400-SD 1285 576 211 485 114 130 100 243 350
HPA-G8DA350-5D 1440 650 245 435 121 150 110 2138 450
HPA-G8DA400-5D 1440 650 245 485 121 150 110 243 450
HPA-G8DA450-SD 1440 650 245 540 121 150 110 270 450
HPA-G16DA400-SD 1550 699 264 485 131 195 125 243 500
HPA-G16DA450-5D 1550 699 264 540 131 195 125 270 500
HPA-G16DA500-SD 1550 699 264 590 131 195 125 295 500
HPA-G16DA550-SD 1550 699 264 645 131 195 125 523 500
HPA-G16DA400-5D 1640 746 275 485 134 2038 135 243 500
HPA-G16DA450-5D 1640 746 275 540 134 208 135 270 500
HPA-G16DA500-SD 1640 746 275 590 134 2038 135 295 500
HPA-G16DA550-5SD 1640 746 275 645 134 208 135 323 500
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BROCHURE
Double Acting Manual type

L1

Unit:mm

HPA-G32DA500-SD 2360 136w
HPA-G32DA550-SD 2360 306 305 645 136 226 150 323 520 410
HPA-G32DA600-SD 2360 306 305 695 136 226 150 348 520 410
HPA-G32DA650-SD 2360 306 305 /50 136 226 150 375 520 410
HPA-G63DA650-5D 2420 946 355 750 158 254 130 375 520 410
HPA-G63DA700-SD 2420 946 355 305 158 254 180 403 520 410
HPA-G63DA750-SD 2420 946 355 855 158 254 130 428 520 410
HPA-G63DAS800-SD 2420 946 355 905 158 254 180 453 520 410
HPA-G125DA750-5SD 2990 1160 456 855 190 312 220 428 520 490
HPA-G125DA800-5SD 2990 1160 456 905 190 312 220 453 520 490
HPA-G125DA850-SD 2990 1160 456 970 190 312 220 485 520 490
HPA-G125DA900-5D 2990 1160 456 1020 190 312 220 510 520 490
HPA-G125DA1000-5SD 2990 1160 456 1120 190 312 220 560 520 490

DDDDDDDDDDD

otherwise we will have the right to pursue legal respon31b111tles
www.hearkenflow.com

www.hfvalveactuator.com
Rev. April 01, 2021

As we are continually developing our products,their design 1s subect to change without notice, Latest information 1s available on info@hearkenflow.com



®

77 HEARKE

FLOW CONTROL

BROCHURE

Single Acting Shape Dimensions

|

9,

<

Unit:mm
" model | L | u | 2 | ®o | K | A | B | c | 0

00 1180
01 1180

HPA-G2SR250-TH 5 iEG 428 159 = 320 90 120 65 160 213
03 1255
04 1320
01 1180

HPA-G2SR300-TH 02 1180 428 159 375 90 120 65 188 213
03 1255
04 1320
01 1180

HPA-G2SR350-TH 02 1180 428 159 435 90 120 65 218 213
03 1255
04 1320
01 1410

HPA-G4SR300-TH 02 1455 522 192 375 106 130 85 188 235
03 1525
04 1525
01 1410

HPA-G4SR350-TH 02 1455 522 192 435 106 130 85 218 235
03 1525
04 1525
01 1410

HPA-G4SR400-TH 02 1455 522 192 485 106 130 85 243 235
03 1525
04 1525
01 1525

HPA-G4SR300-TH 02 1570 576 211 375 114 130 100 188 235
03 1640
04 1640
01 1525

HPA-G4SR350-TH 02 1570 576 211 435 114 130 100 218 235
03 1640
04 1640
01 1525

HPA-G4SR400-TH 02 1570 576 211 485 114 130 100 243 235
03 1640
04 1640
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_ Model | L 1 | 12 | ® | H | A | B | C | OL_

01 1695

HPA-G8SR400-TH 02 1745 650 245 485 121 150 110 243 299
03 1745
04 1790
01 1695

HPA-G8SR450-TH 02 1745 650 245 540 121 150 110 270 299
03 1745
04 1790
01 1695

HPA-G8SR500-TH 02 1745 650 245 590 121 150 110 295 299
03 1745
04 1790
01 1870

HPA-G16SR500-TH 02 1320 699 264 590 131 195 125 295 370
03 1950
04 2010
01 1870

HPA-G16SR550-TH 02 1320 699 264 645 131 195 125 323 370
03 1950
04 2010
01 1870

HPA-G16KaSR-600-TH 02 1320 699 264 695 131 195 125 348 370
03 1950
04 2010
01 1960

HPA-G16SR500-TH 02 2010 746 275 590 134 208 135 295 370
03 2040
04 2100
01 1960

HPA-G16SR550-TH 02 2010 746 275 645 134 208 135 323 370
04 2100
01 1960

HPA-G16SR600-TH 02 2010 746 275 695 134 208 135 348 370
03 2040
04 2100
01 2240

HPA-G32SR600-TH 02 2240 806 305 695 136 226 150 348 420
03 2280
04 2400
01 2240

HPA-G32SR650-TH 02 2240 806 305 750 136 226 150 375 420
03 2280
04 2400
01 2240

HPA-G32SR700-TH 02 2240 806 305 805 136 226 150 403 420
03 2280
04 2400
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_ Model | L | L1 | 12/ O | H | A | B | C | Ol
01 2630
02 23820
HPA-G63SR700-TH 03 9770 946 355 305 158 254 180 403 515
04 2960
01 2630
HPA-G63SR750-TH - 2620 946 355 855 158 254 180 428 515
' ' 03 2770 A
04 2960
01 2630
02 2820
HPA-G 63SR800-TH 946 355 305 158 254 180 403 515
03 2770
04 2960
01 2630
02 2820
HPA-G 63SR850-TH 946 355 970 158 254 180 485 515
03 2770
04 2960
01 3240
02 3410 560
HPA-G 125S5R800-TH 1180 456 305 190 312 220 403
03 3520
04 3390 670
01 3240
02 3410 560
HPA-G 125SR850-TH 1180 456 970 190 312 220 485
03 3520
04 3390 670
01 3240
02 3410 560
HPA-G 125SR900-TH 1180 456 1020 190 312 220 510
03 3520
04 3390 670
01 3240
02 3410 560
HPA-G 125SR1000-TH 1180 456 1120 190 312 220 560
03 3520
04 3390 670
01 3920
02 4090 560
HPA-G 125S5R750II-TH 1860 456 855 190 312 220 428
03 4200
04 4070 670
01 3920
02 4090 HEARKEN® 560
HPA-G 125SR800II-TH 1860 456 905 190 312 220 453
03 4200
04 4070 670
01 3920
HPA-G 1255R850II-TH y 070 1860 456 955 190 312 220 478 °o0
' ' 03 4200
04 4070 670
01 3920
02 4090 560
HPA-G 125SR900II-TH 1860 456 1020 190 312 220 510
03 4200
04 4070 670
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F L

Single Acting Manual type

00

HPA-G 25R250-TH-SD

HPA-G 25R300-TH-SD

HPA-G 25R350-TH-SD

HPA-G 45R-300TH-SD

HPA-G 4SR350-TH-SD

As we are continually developing our products,their design 1s subect to change without notice, Latest information 1s available on info@hearkenﬂ ow.com

01
02
03
04
01
02
03
04
01
02
03
04
01
02
03
04
01
02
03
04

1445
1445
1445
1505
1570
1445
1445
1445
1505
1445
1445
1445
1505
1760
1805
1875
1875
1760
1805
1875
1875

428

428

428

522

522
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159

159

159

192

192

320

e FIGARKEN

375

435

375

435

o/

90

90

106

106

Hydraulic manual profile

120

120

120

130

130

65

65

65

85

85

L

BROCHURE

160

188

218

188

218

—

213

213

213

235

235

400

400

400

400

400

—

HPA-G2SR Manual shape

Hydraulic hand pump

Unit:mm

L | u | 2| O  H| A | B | C |01 02 | H_

320

320

www.hearkenflow.com
www.hfvalveactuator.com

Rev. April 01, 2021



L’ HEARKEN® BROCHURE
~ Model | L | L1 | 12 ® | H| A | B | C Ol ® | H_

01 1760

HPA-G45R400-TH-SD 02 1805 522 192 485 106 130 8 243 235 400 320
03 1875
04 1875
01 1890

HPA-GA5R300-TH-3D 02 1930 576 211 375 114 130 100 188 235 400 320
03 2000
04 2000
01 1890

HPA-G45R350-TH-5D 02 1930 576 211 435 114 130 100 218 235 400 320
03 2000
04 2000
01 1890

HPA-G45R400-TH-SD 02 1930 576 211 485 114 130 100 243 235 400 320
03 2000
04 2000
01 2045

HPA-G85R400-TH-SD 02 2095 650 245 485 121 150 110 243 299 450 350
03 2095
04 2140
01 2045

HPA-G85R450-TH-SD 02 2095 650 245 540 121 150 110 270 299 450 350
03 2095
04 2140
01 2045

HPA-G85R500-TH-SD 02 2095 650 245 590 121 150 110 295 299 450 350
03 2095
04 2140
01 2300

HPA-G165R500-TH- 02 2350 699 264 590 131 195 125 295 370 500 375
>D 03 2380
04 2440
01 2300

HPA-G165R550-TH- 02 2350 699 264 645 131 195 125 323 370 500 375
>0 03 2380
04 2440
01 2300

HPA-G16SR600-TH- 02 2350 699“" 264 695 131 195 125 348 370 500 375
>D 03 2380
04 2440
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27 HEARKEN® BROCHURE
~ Model | L | 11 | 12 ® | H | A | B | C |01  ® | H
01 2420
HPA-G165R500-TH- 02 2470 746 275 590 134 208 135 295 370 500 375
oL 03 2500
04 2560
01 2420
HPA-G165R550-TH- 02 2470 746 275 645 134 208 135 323 370 500 375
>U 03 2500
04 2560
01 2420
HPA-G165R600-TH- 02 2470 746 275 695 134 208 135 348 370 500 375
>0 03 2500
04 2560
01 2760
HPA-G325R600-TH- 02 2760 806 305 695 136 226 150 348 420 500 410
>0 03 2800
04 2920
01 2760
HPA-G325R650-TH- 02 2760 806 305 750 136 226 150 375 420 500 410
>D 03 2800
04 2920
01 2760
HPA-G325R700-TH- 02 2760 306 305 805 ,.,136 226 150 403 420 500 @ 410
>D 03 2800
04 2920
01 3380
HPA-G635R700-TH- 02 3520 946 355 805 158 254 180 403 515 600 440
>D 03 3470
04 3660
01 3380
HPA-G635R/50-TH- 02 3520 946 355 855 158 254 180 428 515 600 440
>D 03 3470
04 3660
01 3380
HPA-G635R800-TH- 02 3520 946 355 805 158 254 180 403 515 600 440
2Ll 03 3470
04 3660
01 3380
HPA-G635R850-TH- 02 3520 946 355 970 158 254 180 485 515 600 440
>D 03 3470
04 3660
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L 12 0 | H A B | C |01 02  H_

01

3340
) 1 560
NPA-G1255R800-Th- 02 3319 4180 456 805 190 312 220 403 Hydraulic
>D 03 3620 manual
04 3490 6/0
01 3340
560
HPA-G1255R850-TH- 02 3510 4980 456 970 190 312 220 = 485 Hydraulic
SD 03 3620 manual
04 3490 6/0
01 3340
560
HPA-G1255R900-TH- 02 3510 1180 456 1020 190 312 220 510 Hydraulic
SD 03 3620 manual
04 3490 670
01 3340
02 3510 560 |
HPA-G125SR1000-TH- 1180 456 1120 190 312 220 560 Hydraulic
SD 03 3620 manual
04 3490 6/0
01 4020
02 4190 560 .
HPA-G125SR750II-TH- 1860 456 855 190 312 220 428 Hydraulic
SD 03 4300 manual
04 4170 670
01 4020
02 4190 HEARKEN® 560 |
HPA-G125SR&800II-TH- 1860 456 905 190 312 220 453 Hydraulic
SD 03 4300 manual
04 4170 6/0
01 4020
02 4190 560 .
HPA-G125SR&850II-TH- 1860 456 955 190 312 220 478 Hydraulic
SD 03 4300 manual
04 4170 670
01 4020
560
02 4190 1860 456 1020 190 312 220 510 Hydraulic
SD
04 4170 6/0
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Pisition Indicates Platform Dimensions
M5
P2 ( Screw thread depth 12

Screw thread depth 15

Unit:mm

/

HPA-G2 30 80

HPA-G4 30 80 /

HPA-G8 30 30 130
HPA-G16 30 80 130
HPA-G32 30 30 130
HPA-G63 30 30 130
HPA-G125 30 30 130
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Accessories Mounting Plate Platform Dimensions

BROCHURE

HPA-G2
4-m 4'm HPA-G4
HPA-G8

HPA-G16
HPA-G32
HPA-G63

Cylinder End Nole Dimension

Cylinder

PRESSURE PDRT Diamter

200
250
300
350
400
450
500
550

|
|
|
|

I
|

N - E1 HPA-G125

60X50

100X60
120X80

130X90
130X90
130X90

200X180

; Model | EXF | EIXF1 | 4m

60X50
80X30

Unit:mm

4-M8 Depth 12
4-M8 Depth 12

100X90 .»+:4«M8 Depth 12

110X95
110X95
110X95

180X140

4-M8 Depth 15
4-M8 Depth 15
4-M8 Depth 15
4-M12 Depth 20

Unit:mm
NPT C\!Iinder NPT
Diamter
NPT3/8” 600 NPT3/4”
NPT3/8%wcv 650 NPT3/4”
NPT3/8” 700 NPT 1”
NPT1/2” 750 NPT 1”
NPT1/2” 800 NPT 1”
NPT1/2” 850 NPT 1”
NPT3/4” 900 NPT 1”
NPT3/4” 1000 NPT 1”

[Note]: The above is the size of the gas nozzle when there is no requirement in the contract clause. Actually,
It can be selected according to the actual working conditions and the requirements of the accessories.
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e’ HE BROCHURE
Connection Dimensions
D3 n-M
Concave Bt Square Axle Hole

Platform

27X27

I3

'

=

hN

b

—

.
A

Unit:mm

AVA[= Mouting
NoLykkl D1 Square

HPA- G2 F14 140 4-M16X24 . / / / 45
HPA-G4 F16 165 4-M20x30  130x5 2o / / / 55
46X46

HPA-G4 F16 165 4-M20x%30 130X%5 46X46 / / / 65
HPA-GS8 F25 254 S-M16Xx24 200X5 55X55 / / / 70
HPA-G16 F30 298 -M20X30 7230X6 60X60 / / / 80
HPA-G16 F30 298 3-M20X%30 7230X6 / 90 4-25 100.8 100
HPA-G32 F30 298 S-M20x30 7230X6 | / 105 4-28 117.8 120
HPA-G63 F35 356 S-M30X40 I60X6 / 120 4-32 134.8 150
HPA-G125 FA8 483 12-M36X50 370X8 / 160 4-40 178.8 200
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CONTROL

Double Acting Actuator Torque

BROCHURE

Unit:N.m

mmmmmmmmmm

HPA-G2DA200 1249 1561 1102 1874 1286 2186
HPA-G2DA250 361 1464 1148 1952 1435 2440 1722 2928 2009 3415
HPA-G2DA300 1240 2108 1653 2310 2067 3513 24380 4216 23893 4918
HPA-G2DA350 16388 2369 2250 3825 23813714 782 3375 5738 3938 6694
HPA-G4DA300 1621 2756 2162 3675 2702 4594 3243 5513 3783 6432
HPA-G4DA350 2207 3752 2943 5002 3678 6253 4414 /504 5150 8754
HPA-G4DA400 2883 4900 3843 6534 4804 8167 5765 9801 6726 11434
HPA-G4DA300 1908 3243 2543 4324 3179 5405 3815 64386 4451 /567
HPA-G4DA350 2596 4414 3462 5385 4327 /356 5193 383828 6058 10299
HPA-G4DA400 3391 5765 4522 7687 5652 9608 6782 11530 7913 13452
HPA-G8DA350 2856 4855 3808 6474 4760 8092 5712 9710 6664 11329
HPA-GEDA400 3730 6342 4974 38455 6217 10569 7461 12683 8704 14797
HPA-G8DA450 4721 8026 6295 10701 /7869 13377 9442 16052 11016 18727
HPA-G16DA400 4239 7206 5652 9608 7065 12011 38478 14413 9891 16815
HPA-G16DA450 5365 9120 7153 12161 8942 15201 10730 18241 12518 21281
HPA-G16DA500 6623 11260 38331 15013 11039 18766 13247 22520 15455 26273
HPA-G16DA550 38014 13624 10686 18166 13357 22707 16029 27249 18700 31790
HPA-G16DA400 4578 /783 6104 10377 7630 12971 9156 15566 10682 18160
HPA-G16DA450 5794 9850 7726 13133 9657 16417 11588 19700 13520 22984
HPA-G16DA500 7153 12161 9538 16214 11922 20268 14307 24321 16691 28375
HPA-G16DA550 8656 14714 11541 19619 14426 24524 17311 29429 20196 34334
HPA-G32DA500 8478 14413 11304 19217 14130 24021 16956 28825 19782 33629
HPA-G32DA550 10258 17439 13678 23252 17097 29065 20517 34878 23936 40692
HPA-G32DA600 12208 20754 16278 27672 20347 34590 24417 41508 284386 48426
HPA-G32DA650 14328 24357 19104 32476 23880 40595 28656 48715 33432 56834
HPA-G63DA650 16567 28163 22089 37551 27611 46939 33133 56326 38655 65714
HPA-G63DA700 19213 32663 25618 43550 32022 54438 38427 65325 44831 76213
HPA-G63DA750 22056 37495 29408 49994 36760 62492 44112 74991 51464 87489
HPA-G63DAS800 25095 42661 33460 56882 41825 71102 50190 85323 58555 99543
HPA-G125DA750 26229 44589 34972 59452 43715 74315 52458 89178 61201 104041
HPA-G125DA800 293843 50732 39790 6/643 49738 84554 59685 101465 69633  11837/5
HPA-G125DA850 33689 57272 44919 76363 56149 95453 67379 114544 78609 133635
HPA-G125DA900 37769 64208 50359 385611 62949 107014 /75539 128416 838129 149819
HPA-G125DA1000 46625 79269 62172 105692 /77715 132116 93258 158539 108801 184962
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Single Acting Actuator Torque

Unit:N.m

 SpringTorque | ~ 3Bar | = 4Bar | = 5Bar | = 6Bar
_stat | _min__ _stat | _min__ _stat | _min | end | stat | min | end

HPA-G2-250-THOO 1080 512 1199 643 16589 946 1421 2199 1249 b ¥l
HPA-G2-300-THO1 1375 650 1009 1150 586 785 1870 1023 1505 2590 1459 2225 3309 1895 2945
HPA-G2-300-THO2 1679 308 1286 1594 347 1200 2313 1283 1920 3033 1719 2640
HPA-G2-350-THO2 1679 808 1286 1654 383 1260 2633 1477 2240 3613 2071 3220 4593 2664 4200
HPA-G2-350-THO3 1960 928 1442 1497 751 980 2477 1344 1960 3456 1938 2940 4436 2h32 3920
HPA-G4-300-THO1 2608 1228 1893 1872 918 1157 2813 1488 2098 3455 2059 3039
HPA-G4-350-THO1 2608 1156 1893 1950 965 1235 3232 1742 2516 4513 2518 3798 5794 3295 5079
HPA-G4-350-THO2 3203 1467 2175 2950 1476 1522 4231 2253 3208 5512 3029 4485
HPA-G4-350-THO3 3534 1653 2528 2597 1269 1591 3878 2046 2872 5160 2822 4153
HPA-G4-400-THO2 3203 1467 2175 2845 1413 1818 4518 2427 3491 6192 3441 SE05 7865 4456 6838
HPA-G4-400-THO3 3534 1653 2528 2493 1206 1486 4166 2220 3160 5839 3234 4833 7513 4248 6506
HPA-G4-400-THO4 4012 1862 2816 3878 1988 2681 5554 3002 4355 1225 4016 6028
HPA-G4-300-THO1 3069 1404 2079 2351 1125 1361 3458 1796 2468 4566 2467 3576
HPA-G4-350-THO1 3069 1404 2079 2443 1181 1453 3950 2094 2960 5458 3008 4468 6965 izl 5975
HPA-G4-350-THO2 3768 1668 2346 3683 1801 2261 5190 2715 3769 6698 3628 5276
HPA-G4-400-THO3 4158 1888 2765 3141 1482 1748 5110 2675 3717 707 3868 5686 9047 5061 7655
HPA-G4-400-THO4 4721 2124 3066 4809 2413 3154 6778 3607 5126 8747 4800 7092
HPA-G8-400-THO1 4911 2257 3367 5295 2741 3752 7461 4054 5917 9626 5366 8083
HPA-G8-400-THO2 5659 2569 3759 4904 2396 3003 7070 3709 5169 9235 5021 1335
HPA-G8-450-THO2 20659 2569 3759 4464 2130 2563 7205 3791 5304 9946 5452 3045 12687 7113 10786
HPA-G8-450-THO3 6295 2916 4398 6566 3404 4669 9307 5066 7410 12048 6727 10151
HPA-G8-450-THO4 7510 3436 5087 5876 2827 3454 8617 4488 6195 11358 6150 8936
HPA-G8-500-THO3 6295 2916 4398 5658 2906 3930 9042 49;6ﬁ 7314 12426 7007 10698 15810 9058 14082
HPA-G8-500-THO4 7510 3436 5087 5064 2335 2642 8448 4386 6025 11832 6437 9409 15216 38488 12793
HPA-G16-450-THO1 8532 3846 5570 6889 3277 3926 10004 5165 7041 13118 7053 10156
HPA-G16-500-THO1 8532 3846 5570 5966 2718 3003 9811 5049 6849 13657 7379 10694 17502 9709 14539
HPA-G16-500-THO? 10510 4510 7030 8753 4310 5471 12598 6641 0317 16443 8971 15162
HPA-G16-550-THO? 10510 4510 7030 7330 3448 4049 11983 6268 38701 16636 9088 13354 21288 11908 18007
HPA-G16-550-THO3 12355 5266 8124 10952 5428 6962 15604 8248 11615 20257 11068 16268
HPA-G16-550-THO4 14527 6192 9552 14258 7220 9567 18911 10040 14220
HPA-G16-600-THO3 12355 5266 8124 895¢ 4217 4963 14489 7573 10500 20026 10928 16037 25564 14284 21574
HPA-G16-600-THO4 14527 6192 9552 13143 6544 3452 18680 9900 13989 24217 13256 19527
HPA-G16-450-THO1 9215 4084 5760 7695 3617 4240 11059 5656 7604 14423 7694 10968
HPA-G16-500-THO1 9215 4084 5760 6698 3013 3244 10851 5530 1397 15004 3047 11550 19157 10563 15702
HPA-G16-500-THO? 10702 4794 6876 9735 4741 5909 13888 /258 10062 18041 9715 14215
HPA-G 16-500-THO3 12581 £§593 7928 8684 3853 4031 12837 6370 3184 16990 3887 12337
HPA-G 16-550-THO? 10702 4794 6876 3199 3809 4373 13224 6855 0398 18249 9900 14423 23274 12946 19448
HPA-G16-550-THO3 12581 5593 7928 12172 5967 7519 7197 9013 12544 22202 12058 17569
HPA-G16-600-THO4 14792 T 9322 14599 7190 9128 20579 10814 15108 26559 14439 21089
HPA-G 32-550-THO1 14440 6260 8514 13819 6580 7893 19403 9963 13477 24986 13347 19060
HPA-G32-600-THO1 14440 6260 38514 11420 b 125 5494 18065 9152 12138 24709 15179 18783 31354 17207 254238
HPA-G 32-600-THO? 17404 7556 10300 16278 7713 9174 22923 11740 15819 29567 15767 22463
HPA-G32-650-THO? 17404 7556 10300 20892 10509 13788 28691 15236 21587 36489 19962 29385
HPA-G32-650-THO3 19865 9026 13229 17964 3876 11328 25762 13602 19126 33560 18329 26924
HPA-G32-700-THO3 19865 9026 5229 13903 6415 7267 22947 11897 16311 31992 17378 23355 41036 22859 34399
HPA-G32-700-THO4 23149 10546 15518 20658 10208 13027 29702 15689 22071 38746 21170 31115
HPA-G63-650-THO1 25733 10374 14303 23129 11160 13698 32486 16831 23056 41844 22502 32414
HPA-G63-650-THO2 27779 12155 16789 20642 9180 9652 30000 14852 19010 39358 20523 28368
HPA-G63-700-THO1 237133 10374 14303 18256 8206 8825 29109 14784 19678 39962 21361 30531 50814 27939 41384
HPA-G63-700-THO2 27779 12155 16789 26622 12804 15633 37475 19382 26485 48328 25960 37338
HPA-G63-750-THO2 27779 12155 16789 33045 16697 22056 45504 24248 34514 57963 31799 46973
HPA-G63-750-THO3 28263 13516 21294 16082 7635 2 Lk 28540 15185 21571 40999 22736 34030 53458 30287 46489
HPA-G63-800-THO3 28263 13516 21294 21231 10756 14262 35407 19347 28437 49582 27938 42613 63757 36529 56788
HPA-G63-800-THO4 43790 18739 24918 31783 13543 12911 45958 22134 27086 60133 30725 41261
HPA-G63-850-THO4 43790 18739 24918 30094 17973 20220 55094 27672 36222 71097 37370 52225
HPA-G125-850-THO1 49568 22602 33307 44928 22301 28667 64486 34155 48225 84045 46009 67784
HPA-G125-900-THO1 49568 22602 33307 54402 28044 38141 76330 41333 60069 98257 54622 81996
HPA-G125-1000-THO2 67378 31285 47334 60949 30865 40905 38020 47271 67976 115090 63678 95046
HPA-G125-700X2-THO2 67378 31285 47334 32254 13474 12210 58783 29552 38739 85312 45631 65269 111842 61709 91798
HPA-G125-750X2-THO2 67378 31285 47334 74484 39068 54440 104939 57525 84895 1353853 75983 115350
HPA-G125-800X2-THO3 100808 44250 61443 77159 34834 37794 111809 55834 72444 146460 76835 107095
HPA-G12K-850X2-THO3 100808 44250 61443 95026 45662 55660 134143 69370 94778 173260 93077 133895

_end | stat | min | end
800 700 340 421

_end
921



